Pennsylvania Antique

Delaware Quarries, Inc. B
6603 Route 202, P.O. Box 778 —
New Hope, PA 18938 (800) 533-4954

Physical Properties:

1. Geologic Designation:
Bulk Specific Gravity Sandstone
(Astm C97) 2.649
Compression Strength, PSI P 2'1 TraFle E a}[.mes: Stri
(ASTM C170) 19,900.00 chhsylvahia Antique Stips
Flexural Strength, PSI 3. Color Range:
(ASTM C170) 3,160.00 Blue, Rust, Gray
Abrasion Index (ASTM C241) 18.30

4. Applications:
Chemical Properties: Exterior Walls

Slicon Dioxide as SiO, 77.8% > Types:

Dimension Stone Veneer
Iron Oxide as Fe O, 2.86%
Aluminum Oxide as AL O, 8.40% 6. Sizes:
Calcium Oxide as CaO 2.27% Standard Thickness 4”7, 6” & 8”
Magnesium Oxide as MgO 1.20%
Titanium Oxide as TiO, 52% _ 7. Finishes:
Alkalios 213% Split Face, Natural Cleft
Sulphur Trioxide 13%
Loss on Ignition 2.64%

Completed Projects:

Widener University, Chester PA
Architect: Not Available

Private Residence, Upper Makefield, PA

Architect: Not Available

Private Residence, Abington, PA
Architect: Not Available

Private Residence, Mendham, NJ
Architect: Not Available



